4326 MAXWELL ROAD SP

ANTIOCH, TN 37013

PRELIMINARY SPECIFIC PLAN 20255P-026-001
MULTI-FAMILY RESIDENTIAL DEVELOPMENT
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STANDARD SP _NOTES

1. THE PURPOSE OF THIS SP IS TO PERMIT 40 MULTI-FAMILY RESIDENTIAL UNITS.

2. ANY EXCAVATION, FILL OR DISTURBANCE OF THE EXISTING GROUND ELEVATION MUST
BE DONE IN ACCORDANCE WITH STORM WATER MANAGEMENT ORDINANCE NO. 78—840
& APPROVED BY THE METROPOLITAN DEPARTMENT OF WATER SERVICES.

3. THIS PROPERTY DOES NOT LIE WITHIN A FLOOD HAZARD AREA AS IDENTIFIED BY FEMA
ON MAP 47037C0227H DATED APRIL 5, 2017.

4. ALL PUBLIC SIDEWALKS ARE TO BE CONSTRUCTED IN CONFORMANCE WITH NDOT
SIDEWALK DESIGN STANDARDS.

5. WHEEL CHAIR ACCESSIBLE CURB RAMPS, COMPLYING WITH APPLICABLE NDOT
STANDARDS, SHALL BE CONSTRUCTED AT STREET CROSSINGS.

6. THE REQUIRED FIRE FLOW SHALL BE DETERMINED BY THE METROPOLITAN FIRE
MARSHAL'’S OFFICE, PRIOR TO THE ISSUANCE OF A BUILDING PERMIT.

/. METRO WATER SERVICES SHALL BE PROVIDED SUFFICIENT & UNENCUMBERED INGRESS
& EGRESS AT ALL TIMES IN ORDER TO MAINTAIN, REPAIR, REPLACE & INSPECT ANY
STORMWATER FACILITIES WITHIN THE PROPERTY.

8. INDIVIDUAL WATER AND/OR SANITARY SEWER SERVICE LINES ARE REQUIRED FOR EACH
UNIT.

9. SOLID WASTE PICKUP TO BE PROVIDED BY DUMPSTER PADS AS SHOWN.

10. MINOR MODIFICATIONS TO THE PRELIMINARY SP PLAN MAY BE APPROVED BY THE
PLANNING COMMISSION OR ITS DESIGNEE BASED UPON FINAL ARCHITECTURAL,
ENGINEERING OR SITE DESIGN AND ACTUAL SITE CONDITIONS. ALL MODIFICATIONS
SHALL BE CONSISTENT WITH THE PRINCIPLES AND FURTHER THE OBJECTIVES OF THE
APPROVED PLAN. MODIFICATIONS SHALL NOT BE PERMITTED, EXCEPT THROUGH AN
ORDINANCE APPROVED BY METRO COUNCIL THAT INCREASE THE PERMITTED DENSITY
OR FLOOR AREA, ADD USES NOT OTHERWISE PERMITTED, ELIMINATE SPECIFIC
CONDITIONS OR REQUIREMENTS CONTAINED IN THE PLAN AS ADOPTED THROUGH THIS
ENACTING ORDINANCE, OR ADD VEHICULAR ACCESS POINTS NOT CURRENTLY PRESENT
OR APPROVED. THE REQUIREMENTS OF THE METRO FIRE MARSHAL'’S OFFICE FOR
EMERGENCY VEHICLE ACCESS AND ADEQUATE WATER SUPPLY FOR FIRE PROTECTION
MUST BE MET PRIOR TO THE ISSUANCE OF ANY BUILDING PERMITS.
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DEVELOPMENT SUMMARY

COUNCIL DISTRICT: 8

COUNCIL MEMBER: DEONTE HARRELL

SITE ADDRESS: 4526 MAXWELL ROAD
ANTIOCH, TN 37013

PARCEL ID: 17600003000

OWNER: 4526 MAXWELL ROAD SP

1011 16TH AVE S,
NASHVILLE TN 37212

ENGINEER: PRESTON AYER, P.E.
SWS ENGINEERING, INC.
951—-704—-0890
PRESTON@SWS—ENGR.COM

SP NAME: MAXWELL ROAD SP
SP #: 20255P—-026—-001
FEMA FIRMS: 47037C0412d, EFFECTIVE ON

02,/05,/2022, ZONE X

FOR ANY DEVELOPMENT STANDARDS, REGULATIONS AND REQUIREMENTS NOT
SPECIFICALLY SHOWN ON THE SP PLAN AND/OR INCLUDED AS A CONDITION OF
COMMISSION OR COUNCIL APPROVAL, THE PROPERTY SHALL BE SUBJECT TO THE
STANDARDS, REGULATIONS AND REQUIREMENTS OF THE RM9 ZONING DISTRICT AS OF
THE DATE OF THE APPLICABLE REQUEST OR APPLICATION.

RAISED FOUNDATIONS OF 18"-36" ARE REQUIRED FOR RESIDENTIAL BUILDINGS.

THE FINAL SITE PLAN SHALL DEPICT THE REQUIRED PUBLIC SIDEWALKS, ANY REQUIRED
GRASS STRIP OR FRONTAGE ZONE AND THE LOCATION OF ALL EXISTING AND
PROPOSED VERTICAL OBSTRUCTIONS WITHIN THE REQUIRED SIDEWALK AND GRASS
STRIP OR FRONTAGE ZONE. PRIOR TO THE ISSUANCE OF USE AND OCCUPANCY
PERMITS, EXISTING VERTICAL OBSTRUCTIONS SHALL BE RELOCATED OUTSIDE OF THE
REQUIRED SIDEWALK. VERTICAL OBSTRUCTIONS ARE ONLY PERMITTED WITHIN THE
REQUIRED GRASS STRIP OR FRONTAGE ZONE.

THE BUFFER ALONG WATERWAYS WILL BE AN AREA WHERE THE SURFACE IS LEFT IN A

NATURAL STATE AND IS NOT DISTURBED BY CONSTRUCTION ACTIVITY. THIS IS IN
ACCORDANCE WITH THE STORM WATER MANAGEMENT MANUAL VOLUME 1 REGULATIONS.

STRUCTURES WITH LESS THAN 5 FIRE SEPARATION DISTANCE (10 BETWEEN UNITS)
SHALL HAVE 1 HOUR FIRE RATED EXTERIOR WALLS IN ACCORDANCE WITH IRC 302.1.

WASTE DISPOSAL VIA INDIVIDUAL CAN PICKUP.
THERE ARE TO BE NO VERTICAL OBSTRUCTIONS IN NEW PUBLIC SIDEWALKS.

SHEET SUMMARY

C0.00 - COVER

V1.00 - EXISTING CONDITIONS SURVEY

C1.00 - SITE PLAN

C1.10 - SITE PLAN WITH EXISTING CONTOURS

SITE DATA TABLE

PROPOSED LAND USE:

ACREAGE:
DENSITY:
DWELLING UNITS:

MINIMUM LOT SIZE:
PROPOSED FOOTPRINTS:

MAX HEIGHT:

MAX STORIES:

ROOFS:

OPEN SPACE
FAR:

ISR:
SETBACKS:

PHASING:

PARKING:
REQUIRED:

PROVIDED:

ACCESS:
WASTE PICKUP:

30 TOWNHOMES — ATTACHED; 6 SINGLE FAMILY

173,575 SF OR 3.984 ACRES
36 UNITS — 9.0 UNITS PER ACRE
36

N/A, HPR

TOWNHOMES — 930 SF — 1 CAR GARAGE FRONT LOAD
SINGLE FAMILY — 1140 SF — 2 CAR GARAGE REAR LOAD

45’

(HEIGHT SHALL BE MEASURED FROM THE AVERAGE ELEVATION
OF THE FOUR MOST EXTERIOR CORNERS TO THE MID—POINT
OF THE PRIMARY ROOF PITCH OR TO THE TOP OF THE

PARAPET FOR A FLAT ROOF)

MAXWELL ROAD UNITS — 3 STORIES IN 45 FEET

INTERNAL UNITS — 2 STORIES IN 30 FEET

PITCHED TO MATCH NEIGHBORHOOD, NO FLAT ROOFS.

0.9 ACRES PASSIVE (23% OF TOTAL SITE)
0.75 MAXIMUM
0.70 MAXIMUM

FRONT — 40’
SIDE — 10
REAR — 20’

SINGLE PHASE

(36) 3 BEDROOM UNITS
@ 2.5 STALLS PER UNIT = 90 SPACES

6 — 2 CAR GARAGE UNITS = 12 SPACES

30 — 1 CAR GARAGE + 1 DRIVEWAY SPACE =

18 GUEST PARKING SPACES
6 STREET PARKING SPACES
TOTAL PARKING = 96 SPACES

ENTRANCE FROM MAXWELL ROAD.

INDIVIDUAL CAN PICKUP
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® LAND PLANNING
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ONE CANOPY TREE SHALL BE PROVIDED FOR EVERY 15
PARKING SPACES IN PLANTING AREAS WITH A MINIMUM
OF 90 SQUARE FEET OF AREA.

STORMWATER NOTES

IT IS ANTICIPATED THAT THIS PROJECT WILL CAUSE AN
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EXISTING CONDITION. PERVIOUS PAVERS/BIORETENTION
BASINS/INFILTRATION WILL BE PROVIDED IN FINAL
DESIGN TO HANDLE THE WATER QUALITY AND
QUANTITY REQUIREMENTS.

DRAWING IS FOR ILLUSTRATION PURPOSES TO INDICATE
THE BASIC PREMISE OF THE DEVELOPMENT, AS IT
PERTAINS TO STORMWATER APPROVAL/COMMENTS
ONLY. THE FINAL LOT COUNT AND DETAILS OF THE
PLAN SHALL BE GOVERNED BY THE APPROPRIATE
STORMWATER REGULATIONS AT THE TIME OF THE
FINAL APPLICATION.
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